
UPM DIGI Finesse premium silk
Technical details

Description: Woodfree double coated paper for high quality digital printing. This paper has a soft
silk coating providing excellent readability.

Printing method: Digital reel fed printing, Digital sheet fed printing, Dry toner electrophotography

End use: Catalogues, Art books, Posters, Annual reports, Direct mailing, Brochures,
Personalized advertising material, Magazines

Furnish: Hardwood and softwood sulphate pulp

Finish: Premium silk

Wrapping: Strong kraft paper, Strong moisture proof polyethylene laminated kraft paper

Production Units: Kymi, Nordland

Technical Details

Basis Weight (g/m2) 80.0 90.0 100.0 115.0 130.0 150.0 170.0 200.0 250.0 300.0 350.0

Bulk (cm3/g) 0.88 0.87 0.85 0.85 0.85 0.91 0.9 0.9 0.93 0.96 0.98

Smoothness PPS 10 (µm) 2 2 2 2 2 1.8 1.8 2 2.2 2.4 2.5

Brightness D65 (%) 98 99 99 99 99 100 100 100 100 100 100

CIE Whiteness (%) 130 130 130 130 130 129 129 129 129 129 129

Opacity ISO (%) 94 95 96 97 98 97.5 98 98.5 99.5 99.8 99.9

Gloss Hunter (%) 42 43 43 44 44 51 53 53 53 53 53
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