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Ultra Smooth / Tactile
CCoommmmoonn  aattttrriibbuutteess  Test method 8800gg 110000gg 111155gg 113300gg 116600gg 220000gg 224400gg 330000gg 440000gg
Wood pulp & bleach type 
Printing process suitability
Mono laser guaranteed
Colour laser guaranteed
Mono ink jet guaranteed
Colour ink jet guaranteed
Recommended pH of fount solution
Surface pH TAPPI 5290M
None aging credentials ISO 9706 
Environmental label ISO 14001
Quality management ISO 9002 : 2000
Moisture content (%) ISO 287
Relative humidity (%) TAPPI T502

Caliper (� m) ISO 534 90 115 132 146 176 215 260 325 430
Whitest shade opacity (%) ISO 2471 85 90 92 93 96 - - - -
Bulk ratio (microns/gsm) 1,13 1,15 1,15 1,12 1,10 1,08 1,08 1,08 1,08
Bendtsen roughness (ml/min) ISO 2494

Caliper (� m) 112 140 160 180 220 265 314 391 520
Whitest shade opacity (%) 85 91 92 94 96 - - - -
Bulk ratio (microns/gsm) 1,40 1,40 1,38 1,38 1,37 1,33 1,31 1,30 1,30
Bendtsen roughness (ml/min)
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